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Here are the two best websites for Automotive Locksmiths: 


2001 Honda Civic, Part 2 


by Michael Hyde 


1. The trunk 
lock cylinder is 
located on the 
right side of 
the trunk lid. 


2. The lock 
cylinder is 
secured with 
two 10mm 
bolts. Remove 
the bolts and 
disconnect the 
linkage rod. 


Trunk Lock: 


In the last installment we covered the ignition and door lock. This month we 
cover the trunk lock, trunk release lock and programming procedures. 
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3. The lock 
cylinder 
removed from 
the trunk lid. 


4. The lock cylinder has a code stamped into it “5507”. 
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5. The trunk lock 
cylinder plug 
contains 7 
tumblers in 
positions 2 thru 
8. The first 
tumbler is not 
used in this lock. 


6. The trunk 
lock components. 
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Trunk Release: 


7. There is a lock 
cylinder for the 
release of the 
trunk lid. It is 
located on the 
floor to the left of 
the driver’s seat. 


8. There is a small 
cover on top of the 
lock. The cover 
can be removed to 
expose a screw 
that does not need 
to be removed. 
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9. The cylinder will 
then slide right 
out the top. 


10. Make sure you 
mark the tailpiece 
before you 
disassemble the 
lock cylinder. 
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11. The cylinder 
plug will slide 
right out the front 
after you remove 
the face cap. 


12. The trunk 
release lock 
cylinder contains 
the first seven 
tumblers like the 
door lock. 
However, there is 
no code on this 
lock cylinder for 
security reasons 
I’m sure. 
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Glove Box Lock: 


Programming Procedures: 


13. This car has no lock in 
the glove box door. 


14. This car is equipped with a 
transponder system. At this time, only a 
Honda PGM tester can be used for 
programming new keys when 
all others are lost. 
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15. The OBD 
connector for the 
PGM tester is 
above and to the 
right of the 
gas pedal. 


16. There is a 
green “key” 
indicator light in 
the instrument 
cluster for the 
transponder 
system. 
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17. The key to start the car cannot be 
programmed from your back pocket. You must put 
the key in the ignition lock cylinder 
and turn to position “II”. 


18. Select Honda Systems from 
the start up screen on 
the PGM tester. 
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20. You will have to select Honda Systems 
again from the next menu. 


21. On this menu select the model you are sitting in. 


19. The next screen to appear is the main start up screen. 
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22. Verify the car model with the tester. 


23. You will be prompted to enter in the VIN. 
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24. This time you will be prompted to 
enter in the car’s mileage. 


25. Select number 5; “IMMOBI” for the 
transponder system and 
programming keys. 
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26. A warning message telling 
you not to use ILCO keys for 
programming. The aftermarket 
keys cannot be programmed 
into the car because they are for 
cloning. You can use the ILCO 
keys if you clone the key first 
from an original factory key. 
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27. Select “KEYS” from the immobilizer 
menu. 


28. Here I selected the “All Keys Lost” choice. 
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29. You will now be prompted to 
enter the 4-digit pin code for 
this car. If you enter the wrong 
one you will find out. 
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30. The next screen will prompt you for the number of 
keys you wish to program. 


31. There will be several more repetitive tasks 
of having to turn on the key and then turn off 
the key and then wait several seconds. 
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32. After turning on and off the key several times you are finally done. 


